


LIGHTING SOLUTIONS

3 Adaptors (EXTRA LOW VOLTAGE)

4,5 Aluminium Profile / Extrusion

6 Automotive Head Lights / DRL

7 Awning Lights (RV / MARINE)

8 Cabinet Light Bars and Lift Kits

9, 10 Ceiling and Reading Lights (RV / MARINE)

11 Down Lighting - (DOMESTIC)

12 Dimmers & RGB Controllers

13 Domestic Lamps - Vintage Filament ELV (12/24vDC)

14 Domestic Lamps - ELV (12/24/36/80/110/130vDC)

15 Drivers / Transformers (CONSTANT VOLTAGE)

16 Flood and Spot Lights (MARINE / AUTO)

17,18 Flood Lighting (DOMESTIC / COMMERCIAL)

19 GAS Station Lighting (EX RATED)

19 High Bay (COMMERICAL)

20 Linear Batten Light (COMMERCIAL)

21,22,23 LUMITEC Premium Marine Lighting

24,25 Replacement Lamps (RV / MARINE)

26,27 Solar Powered Lighting (COMMERCIAL)

28,29 Strip Lighting

30 Tube Lighting (COMMERCIAL)

ENERGY SOLUTIONS

32 Batteries (HYBRID AGM)

33,34,35,36 Battery Management / Chargers (BMPRO)

37 Cables & Connectors

37 DC Breakers

38 EV Chargers / Cables

39 Inverters (RV / OFF GRID)

40,41 PV Mounting and Racking Components

42 Solar Regulators - (PWM / MPPT)

44 Solar PV Panels

45 Satellite Dish / TV & Accessories



ADAPTORS / HOLDERS P3
FOR EXTRA LOW VOLTAGE USE ONLY (10-30vDC) Catalog Version : JAN2018

Image SKU Plugs Into Fitting type Takes Bulb type

ADAP-B22 TO G4 B22 G4

ADAP-B22 TO E27 B22 E27

ADAP-BA15D TO G4 BA15D G4

ADAP-BA15S TO G4 BA15S G4

ADAP-BAY15D TO G4 BAY15D G4

ADAP-E14 TO G4 E14 G4

ADAP-E27 TO B22 E27 B22

ADAP-E27 TO E14 E27 E14

ADAP-E27 TO G4 E27 G4

HOLDER-BA15S Wire Tail BA15 (SINGLE CONTACT)

HOLDER-BA15D Wire Tail BA15 (DOUBLE CONTACT)

HOLDER-BAY15D Wire Tail BA15 (DOUBLE CONTACT OFFSET)

HOLDER-MR16 Wire Tail G4 or MR16



ALUMINIUM PROFILE P4
Catalog Version : JAN2018

Image SKU Dimensions (mm)

ALP1-1M 1000L x 8W x 17.1 (23.2 w/ flange)H

ALP2-1M 1000L x 8W x 17.1H

ALP3-1M 1000L x 15.3W x 17.1 (23.3 w/ flange)H

ALP4-1M 1000L x 15.3W x 17.1H

ALP5-1M 1000L x 16W x 16H

ALP6-1M 1000L x 16W x 16H

ALP7-1M 1000L x 18.5W x 18.5H

ALP8-1M 20.8 Diameter X 1000L

ALP9-1M 1000L x 8.2W x 19.6H

ALP10-1M 1000L x 20.2W x 19.7H



P5
ALUMINIUM PROFILE continued. . Catalog Version : JAN2018

Image SKU Dimensions (mm)

ALP11-1M 1000L x 20W x 19.7H

ALP12-1M 1000L x 16.2W x 19.7H

ALP21-1M 1000L x 8.2W x 52.3H

ALP22-1M 1000L x 26.7W x 48H

ALP24-1M 1000L x 60W x 80H

ALP27-1M 1000L x 27W x 20.3H

ALP33-1M 1000L x 11W x 21.4 - (27 w/ flange)H



AUTOMOTIVE HEAD LIGHTS / DRL P6
Catalog Version : AUG2018

Image SKU Power (W) Voltage CCT Lumens IP Grade Dimensions (mm)

AUTO-ROUND-7IN-60W-PAIR 60W (each) 10 - 30vDC 6000K

6500Lm (HIGH 

BEAM) 3000Lm 

(LOW BEAM)

IP 67 178 x 70mm (plus lens)

Automotive Head Lights / DRL

LED DRL (DAYTIME RUNNING LIGHTS)

Image SKU Power (W) Voltage CCT Functions IP Grade Dimensions (mm)

DRL-VIPER2-KIT 4W (each) 10 - 36vDC 5500K

Relay for DRL 

control.  Sold as 

a KIT. 2 * DRL, 

Control Box, 

Loom.

IP65 147*25*30 (each light)

DRL-VIPER-RND-KIT 5W (each) 10 - 36vDC 6000K

Relay for DRL 

control.  Sold as 

a KIT. 2 * DRL, 

Control Box, 

Loom.

IP65
90mm Diameter * 48.6 

(each light)

LED HEAD LIGHTS



AWNING LIGHTS P7
AWNING / DOOR LIGHTS Catalog Version : AUG2018

Image SKU Power (W) Voltage Color Temp Lumens IP Grade Dimensions (mm)

105-W-CW 2.9W 10 - 30vDC 6000K 390 IP 67 197 * 39 * 20

105-W-CW 2.9W 10 - 30vDC 6000K 390 IP 67 197 * 39 * 20



CABINET LIGHT BARS P8
UNDER CABINET Catalog Version : JAN2018

Image SKU Power Voltage Color Temp Lumens Beam Angle Dimensions (mm)

CAB-LB-250-NW 3 Watts 12vDC 4500K 250 60 250L x 8W x 25H

CAB-LB-250-CW 3 Watts 12vDC 6000K 270 60 250L x 8W x 25H

CAB-LB-450-NW 5 Watts 12vDC 4500K 480 60 450L x 8W x 25H

CAB-LB-450-CW 5 Watts 12vDC 6000K 450 60 450L x 8W x 25H

CAB-LB-800-NW 8 Watts 12vDC 4500K 720 60 800L x 8W x 25H

CAB-LB-800-CW 8 Watts 12vDC 6000K 750 60 800L x 8W x 25H

BATTERY POWERED WITH PIR SENSOR

CAB-190-CW-SENS-BAT 0.8 Watts 6vDC 6500K 70 90 190L x 16W x 30H

CORNER PROFILE LIGHTING --- ALSO USED FOR LIFT KITSETS

CAB-LBC-2000-EXTCABLE n/a n/a n/a n/a n/a 2000L

CAB-LBC-1000-EXTCABLE n/a n/a n/a n/a n/a 1000L

60 1000L x 18W x 18H9.5 Watts 24vDC 5000K 850CAB-LBC-1000-CW



CEILING & READING LIGHTS P9
READING LIGHTS Cat Version: AUG2018

Image SKU Power (W) Voltage Color Temp Lumens B / Angle Dimensions (mm)

NOVA-SS-WW 3000K 170

NOVA-SS-CW 6000K 190

NOVA-BR-WW 3000K 170

NOVA-BR-CW 6000K 190

501-S-CW 1W 10 - 30vDC 6000K 90 30 93W x 72W x 30H

INTERIOR DOME

801-C-WW 3000K 60

801-C-CW 6000K 76

801-S-WW 3000K 60

801-S-CW 6000K 76

801-W-WW 3000K 60

801-W-CW 6000K 76

705-S-CW/BL 6000K & Blue 530

705-S-WW/BL 3000K & Blue 492

705-S-CW/RD 6000K  & Red 530

705-W-CW/BL 6000K & Blue 530

705-W-WW/BL 3000K & Blue 492

705-W-CW/RD 6000K  & Red 530

90 80 Diameter X 12H

6.7W

6.7W

10 - 30vDC

10 - 30vDC

120

120

200 Diameter X 24H

200 Diameter X 24H

90 80 Diameter X 12H

10 - 30vDC 90 80 Diameter X 12H

^ Non Switched Version Available on Request.

10 - 30vDC

1W

1W

1W 10 - 30vDC

10 - 30vDC

120 52 Diameter X 83H

2W 10 - 30vDC 120 52 Diameter X 83H

2W



CEILING AND READING LIGHTS -  CONTINUED . . . P10
LINEAR CEILING LIGHT Cat Version: AUG2018

Image SKU Power ConsumptionVoltage Color Temp Lumens B / Angle Dimensions (mm)

703-S-WW 3000K 162 120

703-S-CW 6000K 180 120

703-W-CW 3000K 180 120

703-W-WW 6000K 162 120

701-W-CW 3000K 351 120

701-W-WW 6000K 335 120

701-S-CW 3000K 351 120

701-S-WW 6000K 335 120

4.8W

10 - 30vDC

10 - 30vDC

10 - 30vDC

10 - 30vDC

249L x 18W x 71H

383L x 18W x 71H

2.4W

2.4W

4.8W

249L x 18W x 71H

383L x 18W x 71H


