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ADAPTORS / HOLDERS
FOR EXTRA LOW VOLTAGE USE ONLY (10-30vDC) Catalog Version : JAN2018

Image SKU Plugs Into Fitting type Takes Bulb type

ADAP-B22 TO G4 B22 G4

ADAP-B22 TO E27 B22 E27

ADAP-BA15D TO G4 BA15D G4

ADAP-BA15S TO G4 BA15S G4

ADAP-BAY15D TO G4 BAY15D G4

ADAP-E14 TO G4 E14 G4

ADAP-E27 TO B22 E27 B22

ADAP-E27 TO E14 E27 E14

ADAP-E27 TO G4 E27 G4



ADAPTORS / HOLDERS Continued . . . Catalog Version : JAN2018

Image SKU Plugs Into Fitting type Takes Bulb type

HOLDER-BA15S Wire Tail BA15 (SINGLE CONTACT)

HOLDER-BA15D Wire Tail BA15 (DOUBLE CONTACT)

HOLDER-BAY15D Wire Tail BA15 (DOUBLE CONTACT OFFSET)

HOLDER-MR16 Wire Tail G4 or MR16



ALUMINIUM PROFILE
Catalog Version : JAN2018

Image SKU Dimensions (mm)

ALP1-1M 1000L x 8W x 17.1 (23.2 w/ flange)H

ALP2-1M 1000L x 8W x 17.1H

ALP3-1M 1000L x 15.3W x 17.1 (23.3 w/ flange)H

ALP4-1M 1000L x 15.3W x 17.1H

ALP5-1M 1000L x 16W x 16H

ALP6-1M 1000L x 16W x 16H

ALP7-1M 1000L x 18.5W x 18.5H

ALP8-1M 20.8 Diameter X 1000L

ALP9-1M 1000L x 8.2W x 19.6H



ALUMINIUM PROFILE continued. . Catalog Version : JAN2018

Image SKU Dimensions (mm)

ALP10-1M 1000L x 20.2W x 19.7H

ALP11-1M 1000L x 20W x 19.7H

ALP12-1M 1000L x 16.2W x 19.7H

ALP21-1M 1000L x 8.2W x 52.3H

ALP22-1M 1000L x 26.7W x 48H

ALP24-1M 1000L x 60W x 80H

ALP27-1M 1000L x 27W x 20.3H

ALP33-1M 1000L x 11W x 21.4 - (27 w/ flange)H



AUTOMOTIVE HEAD LIGHTS
Head Lights Catalog Version : JAN2018

Image SKU Power (W) Voltage Color Temp Lumens IP Grade Dimensions (Inch) Dimensions (mm)

AUTO-ROUND-7IN-60W-PAIR 60W (each) 10 - 30vDC 6000K
6500Lm (HIGH BEAM) 

3000Lm (LOW BEAM)
IP 67 7 Inch Round

178 x 70mm (plus 

lens)

AUTO-5x7-55W-PAIR 55W (each) 10 - 30vDC 6500K
2700Lm (HIGH BEAM) 

1800Lm (LOW BEAM)
IP 67 7 x 5 Inch 195 * 140



AWNING LIGHTS
Awning or Door Catalog Version : JAN2018

Image SKU Power (W) Voltage Color Temp Lumens IP Grade Beam Angle Dimensions (mm)

105-W-CW 2.9W 10 - 30vDC 6000K 390 IP 67 20 197 * 39 * 20

105-W-CW 2.9W 10 - 30vDC 6000K 390 IP 67 20 197 * 39 * 20

Dual Sensor Type

SMART 2.5W 11-15V 6000K 220LM IP 67 120 260 * 105 * 55



CABINET LIGHT BARS
Under Cabinet Slimline Catalog Version : JAN2018

Image SKU Fitting Type Power Consumption Voltage Color Temp Lumens Beam Angle Dimensions (mm)

CAB-LB-250-NW Surface Mount 3 Watts 12vDC 4500K 250 60 250L x 8W x 25H

CAB-LB-250-CW Surface Mount 3 Watts 12vDC 6000K 270 60 250L x 8W x 25H

CAB-LB-450-NW Surface Mount 5 Watts 12vDC 4500K 480 60 450L x 8W x 25H

CAB-LB-450-CW Surface Mount 5 Watts 12vDC 6000K 450 60 450L x 8W x 25H

CAB-LB-800-NW Surface Mount 8 Watts 12vDC 4500K 720 60 800L x 8W x 25H

CAB-LB-800-CW Surface Mount 8 Watts 12vDC 6000K 750 60 800L x 8W x 25H

Battery Powered Cabinet SENSOR Light (requires 4 x AAA batteries)

CAB-190-CW-SENS-BAT Surface Mount 0.8 Watts 6vDC Cool White  6500K 70 NA 190L x 16W x 30H

Corner Profile Light Bars --- ALSO USED FOR LIFT KITSETS - CONTACT US FOR MORE INFO FOR LIFT APPLICATIONS

CAB-LBC-2000-EXTCABLE n/a n/a n/a n/a n/a n/a 2000L

CAB-LBC-1000-EXTCABLE n/a n/a n/a n/a n/a n/a 1000L

CAB-LBC-1000-CW 60 1000L x 18W x 18HSurface Mount 9.5 Watts 24vDC 5000K 850



CEILING & READING LIGHTS
Reading Lights Catalog Version : JAN2018

Image SKU Fitting Type Power (W) Voltage Color Temp Lumens Beam Angle Dimensions (mm)

NOVA-SS-WW 3000K 170

NOVA-SS-CW 6000K 190

501-S-CW Surface or Flush 1W 10 - 30vDC 6000K 90 30 93W x 72W x 30H

Interior Dome

801-C-WW 3000K 60

801-C-CW 6000K 76

801-S-WW 3000K 60

801-S-CW 6000K 76

801-W-WW 3000K 60

801-W-CW 6000K 76

705-S-CW/BL 6000K & Blue 530

705-S-WW/BL 3000K & Blue 492

705-S-CW/RD 6000K  & Red 530

705-W-CW/BL 6000K & Blue 530

705-W-WW/BL 3000K & Blue 492

705-W-CW/RD 6000K  & Red 530

Surface Mount 2W 10 - 30vDC 120 52 Diameter X 83H

Surface Mount

Surface Mount

Surface Mount 1W

Surface Mount 1W 10 - 30vDC 90 80 Diameter X 12H

10 - 30vDC 90 80 Diameter X 12H

Surface Mount 1W 10 - 30vDC 90 80 Diameter X 12H

^ Non Switched Version Available on Request.

6.7 Watts

6.7 Watts

10 - 30vDC

10 - 30vDC

120

120

200 Diameter X 24H

200 Diameter X 24H



CEILING AND READING LIGHTS -  CONTINUED . . .

LINEAR CEILING LIGHT Catalog Version : JAN2018

Image SKU Fitting Type Power Consumption Voltage Color Temp Lumens Beam Angle Dimensions (mm)

703-S-WW 3000K 162 120

703-S-CW 6000K 180 120

703-W-CW 3000K 180 120

703-W-WW 6000K 162 120

701-W-CW 3000K 351 120

701-W-WW 6000K 335 120

701-S-CW 3000K 351 120

701-S-WW 6000K 335 120

383L x 18W x 71H

Surface Mount 249L x 18W x 71H

249L x 18W x 71H

383L x 18W x 71H

2.4W

2.4WSurface Mount

4.8WSurface Mount

Surface Mount 4.8W

10 - 30vDC

10 - 30vDC

10 - 30vDC

10 - 30vDC



DOWN LIGHTS - DOMESTIC
Tiltable Catalog Version : JAN2018

Image SKU Fitting Type Power (W) Voltage Color Temp Lumens Beam Angle Installation (mm) Dimensions (mm)

DL-10W-TILT-ICF-WW 3000K 850

DL-10W-TILT-ICF-NW 4500K 800

DL-10W-110TILT-ICF-WW 3000K 850

DL-10W-110TILT-ICF-NW 4500K 800

Fixed

DL-12W-IP65-WW 3000K 960

DL-12W-IP65-NW 4500K 980

DL-12W-ICF-145-WW 3000K 960

DL-12W-ICF-145-NW 4500K 980

DL-20W-ICF-WW 3000K 1650

DL-20W-ICF-NW 4500K 1680

DL-30W-ICF-WW 3000K 2400

DL-30W-ICF-NW 4500K 2480
SAMSUNG

Recessed 230 Diameter X 45 H

180 ~ 240vAC 

(Driver 

Included)

120 160 190 Diameter X 45 H

30

180 ~ 240vAC 

(Driver 

Included)

120

SAMSUNG

Recessed 20

205

120 120 145 Diameter X 70 H

120

SAMSUNG

Recessed 12

180 ~ 240vAC 

(Driver 

Included)

SAMSUNG

Recessed 12

180 ~ 240vAC 

(Driver 

Included)

108 Diameter X 80 H

85 Diameter X 70 H

60 95 110 Diameter X 70 H

95

180 ~ 240vAC 

(Driver 

Included)

10

180 ~ 240vAC 

(Driver 

Included)

60 70

CREE

Recessed

CREE

Recessed 10



DRIVERS / TRANSFORMERS
INDOOR - CV (Constant Voltage) Catalog Version : JAN2018

Image SKU Output Voltage Power Rating Current Rating Input Voltage IP Rating Dimensions (mm)

PSU-6W-12V 12vDC 6W 0.5A 170~240vAC IP 20 145*45*28

PSU-36W-12V 12vDC 36W 3A 100~265vAC IP 20 145*45*28

PSU-36W-24V 24vDC 36W 1.5A 100~265vAC IP 20 145*45*28

PSU-48W-12V 12vDC 48W 4A 100~265vAC IP 20 145*45*28

PSU-48W-24V 24vDC 48W 2A 100~265vAC IP 20 145*45*28

PSU-75W-12V 12vDC 75W 6.25A 170~240vAC IP 20 200*63*30

PSU-75W-24V 24vDC 75W 3.12A 170~240vAC IP 20 200*63*30



DRIVERS / TRANSFORMERS - CONTINUED . . .

OUTDOOR - CV (Constant Voltage) Catalog Version : JAN2018

Image SKU Output Voltage Power Rating Current Rating Input Voltage IP Rating Dimensions (mm)

PSU-60W-12V-IP67 12vDC 60W 5A 200~240vAC IP67 180*68*53

PSU-100W-12V-IP67 12vDC 100W 8.3A 200~240vAC IP67 200*68*54

PSU-100W-24V-IP67 24vDC 100W 4.15A 200~240vAC IP67 200*68*54

PSU-150W-12V-IP67 12vDC 150W 12.5A 200~240vAC IP67 242*68*53

PSU-150W-24V-IP67 24vDC 150W 6.25A 200~240vAC IP67 242*68*53

PSU-250W-12V-IP67 12vDC 250W 20.8A 200~240vAC IP67 235*132*68

PSU-250W-24V-IP67 24vDC 250W 10.4A 200~240vAC IP67 235*132*68



FLOOD & SPOT LIGHTS (MARINE / AUTO)
Performance Light Bars - Marine Grade - 316SS bracket Catalog Version : JAN2018

Image SKU Beam Type Power Consumption Lumens Voltage Color Temp IP Rating Dimensions (mm)

930-SPOT Spot 18 Watts 1260 9 - 32vDC 6500K IP67 100L x 95W x 64H

931-FLOOD Flood 36 Watts 2520 9 - 32vDC 6500K IP67 164L x 95W x 64H

933-SPOT Spot 72 Watts 5040 9 - 32vDC 6500K IP67 300L x 95W x 64H

933-COMBO Combo 72 Watts 5040 9 - 32vDC 6500K IP67 300L x 95W x 64H

950-FLOOD Flood 72 Watts 5040 9 - 32vDC 6500K IP67 165L x 155W x 100H

950-COMBO Combo 72 Watts 5040 9 - 32vDC 6500K IP67 165L x 155W x 100H



FLOOD & SPOT LIGHTS (MARINE / AUTO) - CONTINUED . . .

PERFORMANCE LIGHT BARS - CONTINUED . . . Catalog Version : JAN2018

Image SKU Beam Type Power Consumption Lumens Voltage Color Temp IP Rating Dimensions (mm)

970-COMBO Combo 144 Watts 10080 9 - 32vDC 6500K IP67 300L x 155W x 100H

970-SPOT Spot 144 Watts 10080 9 - 32vDC 6500K IP67 300L x 155W x 100H

970-FLOOD Flood 144 Watts 10080 9 - 32vDC 6500K IP67 300L x 155W x 100H

Deck Lighting - Marine Grade - 316SS Brackets

Image SKU Beam Type Power Consumption Lumens Voltage Color Temp IP Rating Dimensions (mm)

810-B Spot 12 Watts 960 9 - 32vDC 6500K IP67 135L x 100W x 90H

810-W Spot 12 Watts 960 9 - 32vDC 6500K IP67 135L x 100W x 90H

NIGHTHAWK-W Flood 18 Watts 1260 9 - 32vDC 6500K IP67 185L x 55W x 80H

NIGHTHAWK-B Flood 18 Watts 1260 9 - 32vDC 6500K IP67 185L x 55W x 80H



FLOOD LIGHTING
SLIMLINE Domestic and Semi Comercial - 240vAC Catalog Version : JAN2018

Image SKU Beam Options Power Input Voltage Colour Temp Lumen IP Rating Dimensions (mm)

FL-10W-G3-CW-BLACK 120 10W 200-240vAC 5000K 950 IP65 130*96*30

FL-10W-G3-CW-WHITE 120 10W 200-240vAC 5000K 950 IP65 130*96*30

FL-30W-G3-CW-BLACK 120 30W 200-240vAC 5000K 2800 IP65 168*228*38

FL-30W-G3-CW-WHITE 120 30W 200-240vAC 5000K 2800 IP65 168*228*38

FL-30W-G3-CW-BLACK 

(PIR)
120 30W 200-240vAC 5000K 2800 IP65

168*228*38     

(plus PIR)

FL-50W-G3-CW-BLACK 120 50W 200-240vAC 5000K 4700 IP65 250*160*50

FL-50W-G3-CW-WHITE 120 50W 200-240vAC 5000K 4700 IP65 250*160*50


